Consult Your State DOT For The Most Up-To-Date Status Of Bridges

Structurally Deficient Bridges on the National Highway System
3rd Congressional District of Utah, 2003
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Structure Number Road Location
1 0C287 US-6 (SR-6) 14.8 Ml EAST OF THISTLE
2 0C354 SR-265, INT. X-RD OREM 1200 SO INTERCHANGE
3 0D 688 US-89 (SR-89) IN GUNNISON
4 OF 64 US-6 (SR-6) 0.5 MI SE OF MOARK JCT
5 OF 84 SR-189 600 SO.UNIV.AVE.IN PROVO
6 OF 124 SR-189, INT. X-RD. UNIV. AVE.INTCHG.in PROVO
7 1C357 1-15 (SR-15) NBL 1.1 Ml NO OF PROVO INTER
8 1C 360 SR114WB.R.TO 115NB  PROVO INTERCHANGE
9 1C 365 115 (SR-15) NBL 1050 W.600 SO.IN PROVO
10 1D 699 1-15 (SR-15) NBL 4.6 M.NO.NO.BEAVER INTER
11 1F 18 1-15 (SR-15) NBL 700 W. 1020 SO. IN PROVO
12 1F 129 1-15 (SR-15) NBL WEST SIDE OF PAYSON
13 2C 364 SB RP TO SR-114EB PROVO INTERCHANGE
14 2C 371 SR-201 EBL NEAR KCC ARTHUR MILL
15 2C 480 SR-201 EBL 2100 SO.REDWOOD ROAD INT.
16 2F 28 SR-201 EBL NEAR KCC MAGNA PLANT
17 2F 96 SR-201 EBL WEST OF 900 WEST INTCHG.
18 3C 362 RP [15SB - SR114EB PROVO INTERCHANGE
19 3F 129 1-15 (SR-15) SBL WEST SIDE OF PAYSON
20 4C371 SR-201 WBL . NEAR KCC ARTHUR MILL
21 4C480 SR-201 WBL 2100 SO.REDWOOD ROAD INT.
4F 28 SR-201 WBL NEAR KCC MAGNA PLANT
4F 98 SR-201 WBL WEST OF 900 WEST INTCHG.
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The bridges displayed on this map represent the resuits of a combined BTS/FHWA effort to geocode bridges from the FHWA’s 2001 National Bridge Inventory. Of the
6,643 ient bridges nati ide, 416 could not be geolocated because of insufficient data. Structurally deficient bridges are not necessarily unsafe;
all public road bridges receive safety inspections every two years. The bridges listed were categorized as structurally deficient at the time the maps were developed.






